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Sentech Monochrome Cased CCD Cameras

» STC-400 Camera Series

The STC-400 series is a family of machine vision cameras designed to
fit a wide variety of applications. The STC-400 series comesin 1/3"
and 1/2" CCD formats in compact, remote head, and “L” shaped
camera housings. With selectable shutter speeds from 1/60th to
1/10,000th of a second, the STC-400 series cameras can capture
scenes and virtually any speed crisply and clearly.

STC-400HOL

STC-400HOL:(EIA) B/W 1/2" 570 TVL 768 (H) x 494 (V} IT CCD

STC-405HOL: (CCIR) B/W 1/2" 560 TVL 752 (H) x 582 (V) IT CCD
STC-410HOL:(EIA) B/W 1/3" 570 TVL 768 (H) x 494 (V) IT CCD
STC-415HOL: (CCIR) B/W 1/3" 560 TVL 752 (H) x 582 (V) IT CCD

« 2:1 Interlace/Non-Interlace {External Switch)
« Field / Frame Integration
« Integration HOLD feature for special applications
STC-400 » Non-Interlace synchronization
e Sync: Internal / External
« Gamma 0.45 or 1.0 switchable
= Pixel Clock Out
« Gain: Fixed / Manual (0 - 25dB)
» »56 dB S/N Ratio (Gain Off)
» Fixed Shutter 1/30 (1/25). 1/60 (1/50), 1/100 (1/120),
1/125, 1/250, 1/500, 1/1000, 1/2000, 1/4000, 1/10000
« Minimum llumination 0.5 Lux @ F1.2, Gain ON, 50 IRE
« Available w/ or w/o /R Filter
STC-400 » CTMGUI"IF Lens Mount |
« Dimensions: 31T (W) x 29 {(H) x 72.7 (D} mm
1.24" % V06 Rk 2.9
« 12V DC Power

STC-400L

STC-400L: (EIA) B/W 1/2" 570 TVL 768 (H} x 494 (V) IT CCD

STC-405L: (CCIR) B/W 1/27 560 TVL 752 {H) x 582 (V) IT CCD
STC-410L: (EIA) B/W 1/3" 570 TVL 768 (H) x 494 (V) IT CCD
STC-415L: (CCIR) B/W 1/3" 560 TVL 752 {H) x 582 (V) IT CCD
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Back Panel

« Right Angle configuration
« Same basic features and specification as STC-400 Series
STC-400L « Dimensions: 31 {W) x 45 (H) x 87 (D) mm

STC-55400

STC-S5400: (EIA) B/W 1/2" 570 TVL 768 (H) x 494 (V) IT CCD

STC-55405: {CCIR) B/W 1/2" 560 TVL 752 (H) x 582 {V) IT CCD
STC-55410: (ElIA) B/W 173" 570 TVL 768 (H) x 494 (V) IT CCD
STC-55415: {CCIR) B/W 1/3" 560 TVL 752 (H) x 582 {V) IT CCD

» Remote Head Configuration
STC-SS400 » Same basic features and specification as STC-400 Series
« Head Dimensions: 31 (W) x 29 (H) x 37.7 (D) mm
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