
HD Output 1080p & 720p
Direct-Connect to Monitor

Features
●  1080p
●  1/2.8” CMOS Sensor
●  1936 (H) x 1096 (V)
●  Rolling Shutter
●  60fps
●  C Mount

●  720p
●  1/3” CCD Sensor
●  1280 (H) x 720 (V)
●  Global Shutter
●  60fps
●  C Mount

HD-Output DVI Cameras 

HD

HD Digital DVI and SDI Output cased and board level cameras are ideal for applications requiring 
direct-connect monitor viewing with High De�nition resolution. These CCD (720p) and CMOS (1080p)
based cameras outputs a true HD 1080p or 720p, 16x9 image at 60fps. It also features the capability to 
program 28 individual DSP pro�les and has a programmable on-camera push-button for manual 
control.

STC-HD93DV【720p】
STC-HD93DV-B【720p】

STC-HD203DV  【1080p】
STC-HD203DV-B  【1080p】

Cased and Board
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Model Numbers : STC-HD203DV (Cased)

     STC-HD203DV (Board) 

     STC-HD203SDI (Cased) 

     STC-HD203SDI-B (Board) 

     STC-HD93DV (Cased)

     STC-HD93DV (Board)

     STC-HD93SDI (Cased)

     STC-HD93SDI-B (Board)

Image Sensor : 1/2.8” CMOS Sensor (Sony: IMX136) 

   : 1/3” CCD Sensor (ICX692AQA)

Shutter Type  : Rolling Shutter

     Global Shutter

Effective Pixels : 1936 (H) x 1096(V)

     1280 (H) x 720 (V)

Cell Size  : 2.8 (H) x 2.8 (V) µm

     4.08 (H) x 4.08 (V) µm

Video Output: : 

Scanning Mode : Full Scanning, Variable AOI (Horizontal / Vertical) 

Frame Rate  : 60fps

Sync System  : Internal

S/N Ration  : <= 4 Digital (Gain 0 db)

Minimum Scene  : 9.0 Lux at F1.2 (Color)

   Illumination : 0.3 Lux at F1.2 (Monochorome)

ALC   : Auto Shutter / Auto Gain

Electronic Shutter: : Free-run Mode: Exposure Time -- 32 µsec ~ 38sec 

                                        (in full scanning mode), Edge Preset Trigger Mode: 

                                        Exposure Time -- 32 µsec ~ 38sec (in full scanning mode), 
                                               Pulse-width Trigger Mode: Exposure Time -- 32 µsec to unlimited 

                                               (in full scanning mode)

Interface  : USB3.0  Super speed (USB3.0 Micro B)

Gain   

 - Analog  : 0 ~ 26.97 dB

 - Digital:   : 0 ~ 12.04 dB

Digital Clamp : 0 ~255 (LSB of 12bit output)

Gamma  : 0.1 ~ 4.0 (settable with 0.1 step)

AOI Function : AOI (Horizontal: 32 ~ 2592 pixels / Vertical: 32 ~ 1944 lines); 

                                         Adjustable Steps: 4 pixels in horizontal direction and 4 lines 

                                         in vertical direction

Binning  : Horizontal 1/2, 1/4, Vertical 1/2, 1/4, *Only pixels in the 

      horizontal direction can be added to increase the 

      brightness.

Skipping  : Horizontal 1/2, 1/3, 1/4, 1/5, 1/6, 1/7, 

                                        Vertical 1/2, 1/3, 1/4, 1/5, 1/6, 1/7, 1/8

Mirror Image : Horizontal 1/2, 1/4, Vertical

Pixel Blemish : Up to 64 pixels (This function is turned of at shipping)

Dimensions

Specifications Spectral Sensivity 

STC-HD203 models

STC-HD93 models
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